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§150.340 What are the rules of naviga-
tion for tankers in the safety zone
or area to be avoided?

(a) A tanker must enter or depart the
port’s safety zone or area to be avoided
in accordance with the navigation pro-
cedures in the port’s approved oper-
ations manual as described in §150.15(i).

(b) A tanker must not anchor in the
safety zone or area to be avoided, ex-
cept in a designated anchorage area.

(c) A tanker may not enter a safety
zone or area to be avoided in which an-
other tanker is present, unless it has
been cleared by the person in charge of
the port and no other tankers are un-
derway.

(d) A tanker must not operate, an-
chor, or moor in any area of the safety
zone or area to be avoided in which the
net under-keel clearance would be less
than 5 feet.

§150.345 How are support vessels
cleared to move within the safety
zone or area to be avoided?

All movements of support vessels
within a manned deepwater port’s safe-
ty zone or area to be avoided must be
cleared in advance by the port’s person
in charge of vessel operations.

§150.350 What are the rules of naviga-
tion for support vessels in the safe-
ty zone or area to be avoided?

A support vessel must not anchor in
the safety zone or area to be avoided,
except:

§150.380

(a) In an anchorage area; or

(b) For vessel maintenance, which, in
the case of a manned deepwater port,
must be cleared by the port’s person in
charge of vessel operations.

§150.355 How are other vessels
cleared to move within the safety
zone?

(a) Clearance by a manned deepwater
port’s person in charge of vessel oper-
ations is required before a vessel, other
than a tanker or support vessel, enters
the safety zone.

(b) The port’s person in charge of ves-
sel operations may clear a vessel under
paragraph (a) of this section only if its
entry into the safety zone would not:

(1) Interfere with the purpose of the
deepwater port;

(2) Endanger the safety of life or
property or the environment; or

(3) Be prohibited by regulation.

(c) At an unmanned deepwater port,
such as a submerged turret landing
(STL) system, paragraphs (a) and (b) of
this section would apply once a tanker
connects to the STL buoy.

§150.380 Under what circumstances
may vessels operate within the safe-
ty zone or area to be avoided?

(a) Table 150.380(a) of this section
lists the areas within a safety zone and
area to be avoided where a vessel may
operate and the clearance needed for
that location.
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